
CATEGORY 6 UTP 4 Pr 23 AWG CABLE

HOSIWELL  Category 6  UTP  cables  exceed  Category 6/ Class E  
specification.  It is  tested  to 250 MHz  frequency  range and  designed  
to  support  Gigabit 1000  Base-T applications  up  to 100 m.  Extremely  
high  pair-balance  providing  excellent  EMC  ( Electro  Magnetic  
Compatibility ),  minimizing  radiation,  maximizing  noise   immunity  
and  providing  high  alien  cross talk  performance  to  UTP ( Unshielded 
Twisted  Pair )   cabling  systems.       

ELECTRICAL &  MECHANICAL  CHARACTERISTICS

CHARACTERISTIC VALUE

Frequency Range 1-250 MHz

Impedance 100 Ω±15

DC Resistance 93.8  Ω/km nom

Max. Resistance Unbalance 4%

Capacitance 5.6nF/100m max

Capacitance  Unbaliance 3.3 pF/m max

Propagation Delay Skew 35 ns/100m max

Velocity of Propagation 69%
Dielectric Strength 1 KV/minute

Min Insulation Resistance 5 GΩ km

Max Tensile Strength Short Term 110 N

Min Bend Radius 60.0 mm
Operating Temperature Range -10 °C + 65 °C

HOSIWELL

TRANSMISSION  PERFORMANCE
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ORDERING INFORM ATION

PRODUCT DESCRIPTION Standard  Length

30022e-BL 305mtrCategory 6 U/UTP  4Pair  23 AWG  Cable

COMPLIANCE

IEEE 802.3at for PoE applications
ANSI/TIA-568.2-D
ISO/IEC-11801, Class E 

Outer Jacket

Center Conductor

Insulation

Seperartor

Rip Cord

www.hosiwell.com

HOSIWELL

MATERIAL  CONSTRUCTION  &  DESIGN

Conductor Material

Conductor Diameter

Bare Copper 23AWG  Solid 

Insulation HDPE 

Conductor Unit Lay-Up Pairs

Jacket & Ex. Diameter PVC 6.10 mm 

0.55    0.008 mm.


